There is a number of mathematical models applied to simulate the migration of oil-derived pollution, with the LNAPL (Light non-aqueous phase liquid) volumes in the saturation and aeration zones being analysed in two-phase modeling. A number of hydrogeological parameters and the parameters describing the second phase consisting of oil derivatives are assumed for the sake of the simulation. A part of the data predetermined for the mathematical model is applied on the basis of direct investigations in the field or laboratory, whereas some data are based on a literature analysis or are used by analogy to similar areas. The model data should be additionally verified and validated in the mathematical model. In the case of the LNAPL remediation system being simulated, it is the parameters related to the ground-water environment and the parameters defining the free product of oil that are very important in determining the volume of the recovered LNAPL. With a good deal of data applied for the remediation process simulation one may expect model solutions of different levels of reliability. Methods of measuring settling rate of drilling muds have been selected and the basic theoretical data on this process are addressed in the paper. A brief discussion is also given on the negative influence of settling in drilling mud on the stability of wellbore and formation of potential drilling complications. The results of an analyses of the settling processes taking place in oil-based muds made according to 8 recipes are presented. The direct weighing method has been used in the measurements.
The problems of accumulation, transport and storage of gases and gas mixtures exist in many cases. Often the existent technologies appear ineffective for transporting his with pipelines, as condensate or compressed gas. Therefore, the transportation and storage of gas in hydrate form can be an alternative to traditional technologies. Preservation of gas hydrate blocks can store them for some time at the no equilibrium conditions. The thermodynamic parameters of forcibly conservation of gas hydrate blocks theoretically are determined and experimentally verified.
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